1. ALL LIFTING HOLES SHALL BE FILLED

2. "D" = 5'-0" DIA FOR 21" TO 30" SEWER

3. "D" = 6'-0" DIA FOR 36" TO 42" SEWER

4. "D" = 7'-0" DIA FOR 48" SEWER

5. PLACE A 6-INCH SERVICE LEAD FOR EACH LOT OR PARCEL AS SHOWN ON PLAN. FOR PARCELS IN EXCESS OF 100 FT X 100 FT IT MUST BE PLACED EVERY 100 FT (EXCEPT OTHERWISE NOTED).

6. LEADS ARE NOT PERMITTED TO CONNECT INTO A MANHOLE; THEY MUST BE CONNECTED ON THE MAIN LINE.

7. WHEN MANHOLES ARE LOCATED IN IMPERVIOUS AREAS, A WRAP SEALANT IS REQUIRED. SEE "MANHOLE STRUCTURES" NOTE #9 FOR DETAILS.

8. RISERS ON SANITARY SEWERS SHALL BE INSTALLED TO A DEPTH OF 9 FEET BELOW PROPERTY LINE ELEVATION.

9. WHEN MANHOLES ARE LOCATED IN CUSTOM AREAS OR ARE IN A LOCATION WHERE TESTING WATER IS NOT AVAILABLE, THE BOTTOM STEP SHOULD BE LOCATED A MAXIMUM OF 24 INCHES ABOVE THE FLOOR.

10. THE BOTTOM STEP SHOULD BE LOCATED A MAXIMUM OF 24 INCHES ABOVE THE FLOOR.

11. SANITARY SEWER NOTES CONTINUED:

- NOTES TO BE USED IN PAVED AREAS.
- SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.

- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.
- THE SANITARY SEWER PIPE FOR INDUSTRIAL USE SHALL BE ASTM C-76 CL-IV R.C.P. OR C-700 E.S. V.C.P.
- THE SANITARY SEWER PIPE FOR RESIDENTIAL/COMMERCIAL USE SHALL USE PVC TRUSS OR ABS TRUSS PIPE.